
EDGE OF NEW OR EXISTING
WALL CONSTRUCTION.

NOTE: AT DOOR OPENINGS IN DUST
           PARTITIONS PROVIDE THE
           FOLLOWING: 3'-0" HOLLOW METAL
           FRAME 1 3/4" SOLID CORE DOOR
           WITH BALL BEARING, HINGES,
           LOCKSET (COORDINATE WITH
           OWNER), CLOSER,
           CONSTRUCTION SIGNAGE,
           WALK OFF MATS

NOTE: ALL JOINTS/EDGES TO BE SEALED
           WITH FIRE RETARDANT UL CLASSIFIED
           PRESSURE SENSITIVE 2" TAPE OR
           SILICON SEALANT, FASSON NO. 7725,
           OR EQUAL.

CONSTRUCTION SIDECLEAN SIDE

3 5/8" METAL STUDS AT 24" O.C. MAX.

FLOORING

1/2" GYP. BD. ONE SIDE - FLOOR TO

CEILING OR STRUCTURE ABOVE

CEILING OR STRUCTURE.

OPEN

SEALANT 

2'-0" MIN.

SEALANT 

FIRE RATED SEALANT

SEAL TO STRUCTURE WITH FIRE
RATED SEALANT

3 5/8" METAL STUDS AT 16" O.C.

STRUCTURE ABOVE

TO STRUCTURE ABOVE

FULL HEIGHT ACOUSTICAL
SOUND INSULATION

CEILING. REFER TO REFLECTED
CEILING PLANS

WALL BASE. SEE FINISH PLANS

SEAL TIGHT ALL PENETRATIONS WITH
FIRE RATED SEALANT

5/8" TYPE-X GYP. BD. EACH
SIDE EXTEND TO STRUCTURE
ABOVE

FIRE RATED SEALANT

SEAL TO STRUCTURE WITH FIRE
RATED SEALANT

3 5/8" METAL STUDS AT 16" O.C.

STRUCTURE ABOVE

TO STRUCTURE ABOVE

FULL HEIGHT ACOUSTICAL
SOUND INSULATION

CEILING. REFER TO REFLECTED
CEILING PLANS

WALL BASE. SEE FINISH PLANS

SEAL TIGHT ALL PENETRATIONS WITH
UL APPROVED FIRE RATED DETAILS.
REFER TO MECHANICAL PLANS FOR
HVAC DAMPER LOCATIONS

5/8" TYPE-X GYP. BD. EACH
SIDE EXTEND TO STRUCTURE
ABOVE

ASSEMBLY DESIGN T-1174-O.S.U.,
UL NO. U465 OR GA-WP-1200

UL: U465

5/8" GYP. BD. EACH SIDE OF
NON-RATED PARTITION

5/8" TYPE "X"  GYP. BD. EACH
SIDE ASSEMBLY DESIGN
T-1174-O.S.U. OR GA-WP-1200
(1 HOUR PARTITION TO BE
CONTINUOUS)

ACOUSTICAL SOUND
INSULATION

3 5/8" METAL STUDS AT 16" O.C.
- EXTEND TO UNDERSIDE OF
STRUCTURE ABOVE

3 5/8" METAL STUDS AT 16" O.C.
LINE OF STOOL BELOW.

.O40 ALUMINUM BENT
PLATE. FINISH TO
MATCH WINDOW
FRAME.

(2) 3 5/8" METAL STUDS.

ISOLATION TAPE.
REFER TO SPEC.
SECTION 07900.

INSTALL NEW GYP. BOARD
TO ALIGN FLUSH WITH
EXISTING. MATCH EXISTING
FINISHES.

LINE OF STOOL BELOW.

EXISTING / NEW ALUM.
FRAMING AND GLASS.

1/2" 1/2" GYP. BOARD

SEALANT

ISOLATION TAPE. SEE
SECTION 07900

ACOUSTICAL SOUND
INSULATION

NO. 200-A USG OR EQUAL
METAL TRIM.

METAL STUD

2X FIRE TREATED
BLOCKING. HEIGHT AS
NOTED OR REQUIRED

SAW KERF - DO NOT
DEFORM STUD RETURN

3 DRYWALL SCREWS MIN.

WALL FINISH

1'-4" O.C. TYP. REFER TO SPECS

FINISHED
FLOOR

VINYL TOP SEAL
4 1/4" [107.97]

TRACK

3 1/2" [88.97]
BRACKET

2 1/2" [63.51]
GAGE

STEEL TRACK
PREPAINTED WHITE

STEEL, 4-WHEEL
BALLBEARING TROLLEYS

0.38" DIA. x 12" LONG HANGER
RODS BY OPERABLE PARTITION
MFR. BRACE AS REQUIRED.

HANGER BRACKET
BY OPERABLE PARTITION MFR.

BAFFLE JOINTS
MUST BE TAPED
AND SPACKLED
BY GENERAL
CONTRACTOR

AUTOMATIC DROP SEAL
PROVIDES 2" OPERATING
CLEARANCE (=.50" - 1.50")

BUTT HINGE

EXPANDABLE NOSE
SECTION

VINYL BULB SEAL

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

SECURE SUPPORTS TO
CONCRETE DECK
ABOVE.

ACOUSTICAL SEALANT

2 LAYERS 5/8" TYPE - X
GYP. BOARD. EXTEND
TO DECK ABOVE. SEAL
PENETRATIONS WITH
ACOUSTICAL SEALANT

0" TO 5 3/4"
TRAVEL
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CONCRETE DECK ABOVE

APPROVED FIRE RATED SEALANT.
FOLLOW MANUFACTURES
INSTALLATION INSTRUCTION

3-5/8" METAL STUD FRAMING
SECURED TO DECK ABOVE

ONE LAYER OF GYP. BD. TO MATCH
THICKNESS OF EXSTG.

2 LAYERS OF 5/8" TYPE-X GYP. BD. W/
STAGGERED JOINTS OVER EXISTING GYP. BD.
EXTEND TO DECK ABOVE AND SEAL

NEW SUSPENDED ACOUSTICAL
CEILING. MATCH EXISTING CEILING
HEIGHT. SEE CEILING PLANS.

NEW 3-5/8" METAL STUD SECURED TO
TOP STUD OF EXSTG. PARTITION

NEW WALL BASE. SEE FINISH
SCHEDULE

FINISH FLOOR

SEAL ALL PENETRATIONS WITH UL
APPROVED DETAILS

EXISTING GYP. BD. PARTITION

1" LINER PANEL

INSTALL NEW 1 HR RATED GYP. BD.
SHAFTWALL (U.L. 469) SEE PLAN FOR
LOCATION.

EXISTING CMU BLOCK.  SEE PLAN
LOCATION.

EXSTG PLASTER/GYP. BD. SEE FINISH
PLANS

EXIST. STRUCTURE ABOVE

SUSPENDED ACOUSTICAL  CEILING
SYSTEM. SEE REFLECTED CEILING
PLANS

NEW METAL STUD TRACK SECURED
TO DECK ABOVE

RATED ROOM SIDE

ACOUSTIC BATT INSULATION

SEAL ALL  GAPS AND PENETRATIONS
WITH APPROVED FIRE RATED
SEALANT

FIRE RATED SEALANT

SEAL TO STRUCTURE WITH FIRE
RATED SEALANT

3 5/8" METAL STUDS AT 16" O.C.

STRUCTURE ABOVE

TO STRUCTURE ABOVE

FULL HEIGHT ACOUSTICAL
SOUND INSULATION

CEILING. REFER TO REFLECTED
CEILING PLANS

WALL BASE. SEE FINISH PLANS

SEAL TIGHT ALL PENETRATIONS WITH
FIRE RATED SEALANT

5/8" TYPE-X GYP. BD. EACH
SIDE EXTEND TO STRUCTURE
ABOVE
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SCALE: 3"=1'-0"

A6.1

7th. FLOOR AND 8th. FLOOR
DETAILS 10709A6.1.dwg

SECTION: DUST PARTITION
01526 & 09250 09-01 SCALE: 3"=1'-0"

SECTION: SMOKE
TIGHT PARTITION
09650 09-03E SCALE: 3"=1'-0"

SECTION: 1-HOUR
RATED PARTITION
09250 09-04

SCALE: 3"=1'-0"

SECTION: NON-RATED WALL
AT 1 HOUR RATED WALL
09650 09-09 SCALE: 3"=1'-0"

DETAIL: PARTITION AT
WINDOW MULLION
09650 09-09D SCALE: 3"=1'-0"

DETAIL: PARTITION AT
WALL BELOW WINDOW
09650 09-09E SCALE: 3"=1'-0"

DETAIL: BLOCKING AT
WALL STUDS
09650 09-10B

SCALE: 1 1/2"=1'-0"

DETAIL: TRACK
SCALE: 3"=1'-0"

SECTION: EXISTING GYP.
BD. PARTITION TO 1-HOUR
CONSTRUCTION

SCALE: 3"=1'-0"

SECTION: EXISTING CMU
PARTITION MODIFIED TO
1-HOUR CONSTRUCTION

SCALE: 3"=1'-0"

SECTION: TYPICAL
FULL-HEIGHT PARTITION
09650 09-03E


